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Icynene ® Insulation
Icynene® is a low-density soft foam insulation, which is sprayed into/onto walls, crawlspaces, underside of roofs, attics and 
ceilings by Icynene Licensed Dealers. Sprayed as a liquid, it expands to 100 times its volume in seconds to create a superior 
insulation and air barrier. Every crevice, crack, electrical box, duct and exterior penetration is effortlessly sealed to reduce 
energy-robbing random air leakage. Icynene® Insulation adheres to the construction material and remains flexible so that 
the integrity of the building envelope seal remains intact over time.

Icynene® is ideal for residential, commercial, industrial and institutional indoor applications. The product is:

	 Healthier:	  	      �Water is the only blowing agent. Icynene® contains no HFCs or PPBDEs. There are  
no detectable VOCs after 30 days. It seals out dust, pollen and other allergens from 
entering the structure. As an air barrier, Icynene® minimizes the potential for conden-
sation and the subsequent mold and mildew.

	 Quieter:	 	      �By air-sealing the building envelope, Icynene® effectively minimizes airborne sounds.  
Icynene® is perfect for reducing unwanted noises from home theaters, plumbing runs 
and playrooms.

	 More Energy Efficient: �Icynene® delivers up to 50% more energy savings versus traditional insulation.

Information about Icynene® Insulation can be obtained by calling Icynene Inc. (800-758-7325), visiting the website  
Icynene.com, or contacting your local Icynene Licensed Dealer.

Endnotes:
1.  National Institute of Standards and Technology (NIST),Investigation of the Impact of Commercial Building Envelope Airtightness on HVAC Energy Use, 2005
2.  Tests conducted by Bodycote Materials Testing Canada in accordance with ASTM E2178-03.
3.  Air Conditioning Contractors of America (ACCA) Manual J, 8th Edition
4.  The Air Conditioning Heating Refrigeration News, June 2008
5.  The Energy Bills were tracked for the same period in 2006 and 2008. The building was under renovation in the year 2007.
6.  �The utility data for the cooling months represents the total electricity cost. Air Conditioning costs are inclusive.


